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Abstract— Haptic technology for human augmentation pro-
vides gains in ability for different applications, whether the
aim is to enhance “disabilities” to “abilities”, or “abilities”
to “super-abilities”. Commercially-available devices are gen-
erally expensive and tailored to specific applications and
hardware. To give researchers a haptic feedback system that
is economical, customisable, and fast to fabricate, our group
developed a low-cost immersive haptic, audio, and visual
experience built by using off-the-shelf (COTS) components.
It is composed of a vibrotactile glove, a Leap Motion sensor,
and an head-mounted display, integrated together to provide
compelling immersive sensations. This paper proposes a
higher technology readiness level (TRL) for the system to
make it modular and reliable. To demonstrate its potential,
we present two human subject studies in Virtual Reality.
They evaluate the capability of the system in providing (i)
guidance during simulated drone operations, and (ii) contact
haptic feedback during virtual objects interaction. Results
prove that the proposed haptic-enabled framework improves
the performance and illusion of presence.
Index Terms— Wearable Haptics, Human-Computer Inter-
action, Multimodality.
I. INTRODUCTION
Multimodal human-computer interaction (MMHCI)
refers to the “interaction with the virtual and physical
environment through natural modes of communication” [1].
The main objective of MMHCI is to enable a more free
and natural communication by providing a transparent bidi-
rectional interface between users and automated systems.
Historically, this intercommunication is typically based on
one-directional channels of information. To pass human
commands to machines, keyboard, mouse and joystick
inputs are usually used from one side. Flipside, visual
and audio information is frequently sent back from the
automated systems to the user. There is no kinesthetic
energy flow to the operator in this information loop because
there is no sense of touch involved.
Yet touch is one of the most accurate and strong senses,
and it is important to our memory and discernment. To
exploit the sense of touch and therefore provide the user
with additional and intuitive knowledge, it is possible
to use haptic technology [2], [3]. Haptic feedback, also
known as haptics, is the adoption of the sense of touch






Fig. 1: Proposed idea: develop a low-cost multi-modal
auditory-visual-tactile framework for remote touch.
a range of applications are made possible, including the
expansion of human abilities: increasing physical strength,
improving manual dexterity, augmenting the senses, and
most fascinating, projecting human users into remote or
abstract environments.
Currently, there are various commercial off-the-shelf
(COTS) haptic feedback devices [4], [5]. Nonetheless, most
of the currently available devices are still quite costly. In
addition, most of these systems are based on proprietary
hardware and software. While various haptic software
libraries are available, these tools still require significant
programming skills to be integrated [6]. This process
can therefore often be a frustrating and time-consuming
activity, which can cause researchers to concentrate too
much on language and syntax, preventing them from pay-
ing adequate attention to the logic of their applications.
Furthermore, most of the currently available libraries do
not provide versatile methods for modelling, simulation
and analysis. Scientists are therefore forced to develop
custom solutions that often suffer from a lack of generality.
More notably, with currently available COTS tools, it is
still realtively difficult to fully address the realization of
a combined and truly interactive haptic, audio and visual
experience.
To allow researchers to incorporate haptic capabilities
in a more versatile, interactive and transparent manner
to their applications, our research group has previously
proposed a low-cost platform for a fully immersive haptic,
audio and visual experience [7]. This system allows haptic
features to be easily integrated to various applications.
This is made possible by employing vibration actuators
and open-source electronics in a newly-designed, low-cost
pair of haptic gloves. Hand and finger movements are
tracked with a Leap Motion sensor [8] and intuitive visual
stereoscopic feedback is received with a Oculus Rift head-
mounted 3D display [9]. An additional bidirectional audio
channel is provided by using an headset with a built-in
microphone. To successfully incorporate these elements,
the Unity cross-platform 3D-environment [10] is chosen.
The proposed architecture enables the creation of a truly
immersive user experience. It is possible to create a real-
time one-to-one communication between the real world and
the virtual world therefore enabling a range of applications
from industry and science.
In this work, we aim at improving the robustness of the
prototypes designed with the framework. For this reason,
the concept of modularity is stressed even more than
before concerning the control architecture. Providing an
effective multi-modal experience is the main scope of the
new framework. The underlying idea is shown in Fig. 1.
The usability of the framework is studied and evaluated.
The potential of the proposed framework is demonstrated
by presenting two human subject studies as experiments
of virtual interaction. In the first case study, the user
wearing the gloves controls a quadcopter drone model
while navigating a scenario cluttered with obstacles. In
the second case study, the user interacts with a virtual
object by using the index finger. The corresponding path
tracking for the fingertip is considered by comparing the
user performance with no haptic feedback and with haptic
feedback provided. Related result analysis of a user survey
are discussed. The survey results indicate that the gloves
provide compelling vibrotactile feedback.
The paper is organised as follows. A review of the related
research work is given in Section II. In Section III, we
focus on the description of the framework architecture. The
two human subject studies are described in Section IV.
In Section V, a user survey and the corresponding results
are outlined. Finally, conclusions and future works are
discussed in Section VI.
II. RELATED RESEARCH WORK
The miniaturisation of vibrotactile actuators have en-
abled researchers to develop compact and wearable haptic
interfaces. Already in the 1990s, Cheng et al. [11] were
some of the first researchers to use vibrotactile actuation
in a glove. They used a 5DT2 sensing glove tracking
the hand, combined with a Red Baron tracker tracking
the wrist. Two vibrating actuators fixed to each fingertip
conveyed ungrounded tactile feedback regarding contact
interactions with virtual objects. Ten years later, Pabon et
al. [12] presented an inexpensive haptic glove made of two
goniometric sensors and three vibrotactile motors on each
finger. Romano et al. [13] presented a vibrotactile glove
able to convey ungrounded tactile feedback rendering slip
sensations between the device and a virtual environment.
Optical mouse sensors integrated in the glove are employed
to sense the relative motion. This piece of information
is provided to the wearer’s fingertips through vibrotactile
feedback. Krishna et al. [14] developed a haptic vibratory
interface whose objective is to convey facial expressions
to visually-impaired users. Three vibrotactile actuators on
each fingertip convey this tactile information on human
emotions. More recently, Muramatsu et al. [15], Galambos
and Baranyi [16], and Foottit et al. [17] presented similar
vibrotactile glove interfaces having one vibrotactile actu-
ator per finger pad. The device developed by Muramatsu
et al. also includes bend sensors to register the grasping
pose, and that of Foottit et al. uses IMU and optical bend
sensors to sense the hand and grasping pose, respectively.
Vibrations at the fingertips have also been employed for
outdoor navigation [18] and for telemanipulation [19].
With the objective of providing richer tactile sensa-
tions, researchers have also focused on non-vibrotactile
solutions. A notable example is the set of tactile gloves
presented by Prattichizzo et al. [20], [21] to display remote
tactile experiences. An instrumented glove registers the
interaction forces in the remote environment, and three
3-DoF cutaneous devices equipped with rigid platforms
feeds those forces back to the human fingertips. However,
although quite effective, non-vibrotactile solutions cannot
provide the same compact design and level of wearability
of the above-mentioned vibrotactile-only gloves. For these
reasons, vibrotactile gloves are gaining great attention in
the fields of virtual reality interaction and telerobotics.
To the best of our knowledge, a low-cost and open
framework for a fully-immersive haptic, audio and visual
experience is still missing. The main goal of this paper is to
contribute towards the development of such a framework.
III. FRAMEWORK ARCHITECTURE
In this section, we describe the proposed framework
architecture including software, hardware and multi-modal
rendering strategies.
A. Software Architecture
The framework architecture is shown in Fig. 2-a. In the
following, the key elements of the system are presented.
The principal component of the proposed framework is
a pair of haptic gloves, shown in Fig. 2-b. Such gloves are
fitted with precise shaft-less vibration motors embedded
on the fingertips by using hook-and-loop fasteners. Using
these actuators, it is possible to transfer distinctive haptic
feedback patterns to the user to accurately simulate realistic
finger collisions. The glove controller is implemented on
an Arduino Uno board [22] and is based on the ATmega328
micro-controller. Arduino is an open-source electronics
prototyping platform that employs flexible, easy-to-use
hardware and software. Arduino provides a number of

























Fig. 2: The proposed framework: (a) the framework architecture, (b) the low-cost pair of haptic gloves.
rapid prototyping. As such, software development and in
turn, hardware development, are simplified, thereby reduc-
ing the time needed to get the system running. The choice
of using Arduino boards makes the system controller easy
to maintain and allows new functionality to be introduced
in the future. The newly designed gloves represent a
significant advancement compared to similar COTS devices
currently available on the market because they are easy to
build by using only COTS components, they are based on
open-source hardware and software, and are very durable
and low-cost.
To sensorise the gloves and achieve tracking of the op-
erator’s hand and finger motions, a Leap Motion sensor [8]
is adopted. The Leap Motion controller is a small portable
Universal Serial Bus (USB) device designed to be mounted
facing upwards on a physical desktop. Two monochromatic
IR cameras and three infra-red LEDs are embedded in
the device to monitor a roughly hemispherical area, to
a distance of about 1 meter. The LEDs generate pattern-
less IR light [23] and the cameras generate almost 200
frames per second of reflected data. The USB controller of
the unit reads the sensor data into its own local memory
and makes any necessary adjustments to the resolution.
This data is then streamed via USB to the Leap Motion
tracking software where 3D position data is synthesised by
comparing the 2D frames generated by the two cameras
with an overall average accuracy of 0.7 millimetres. The
Leap Motion application programming interface (API) is
then used for the integration with the visualisation envi-
ronment. Even though the Leap Motion sensor is originally
designed for hands-free motion tracking, it should be noted
that the controller performs well even when wearing gloves
(as shown in Section V from our experiments) or in
combination with other wearables [21].
An Oculus Rift head-mounted 3D display [9] is used
to provide the user with immersive visual feedback. An
external bidirectional audio channel is supported by means
of a headset with an integrated microphone to further
enhance the user experience. In the same head-mounted
set, all of these components are integrated.















Fig. 3: Hardware schematics: one of the embedded vibra-
tion actuators and the corresponding control circuit.
sen as middleware for the integration of all framework
elements. To achieve the desired integration, the correct
application programming interface (API) is adopted for
each component.
B. Hardware schematics
One of the embedded vibration actuators and the cor-
responding control circuit is shown in Fig. 3. This circuit
consists of a 1Kw resistor, a 1N4001 diode and a 2N2222
NPN transistor. The load uses 12V and 300mA of current.
C. Multi-modal rendering strategies
The tactile rendering system uses a force computation
model, in which the amount of force displayed is propor-
tional to the penetration depth or separation distance [24].
The i-th force Fi is given by:
Fi = k(t  di)  kvvi, (1)
where t is the distance tolerance for defining near contacts,
di is the distance value of the representative i-th contact,
and vi is the i-th approaching velocity. While, k and kv
are stiffness and damping constants, respectively. The force
is then rendered by adopting a Pulse Width Modulation
(PWM) signal, where the duty cycle of the i-th vibration
actuator, Di, is proportional to the force to be rendered




Fig. 4: A remote touch interaction between two users.





where a is a scaling factor. While, Fmin and Fmax are the
minimum and maximum renderisable forces, respectively.
Similarly, auditory rendering is achieved by generating a
sound feedback with a pitch that is proportional to the force
to be rendered normalised between the specific frequency
range. The i-th pitch frequency, fi, is calculated according
to the following equation:
fi = fmin
b (Fi  Fmin)( fmax   fmin)
Fmax  Fmin
, (3)
where b is a scaling factor. While, fmin and fmax are the
minimum and maximum renderisable frequencies, respec-
tively.
Analogously, visual rendering is achieved for the col-
lision points by generating a colour feedback with a
wavelength that is proportional to the force to be rendered
normalised between the specific wavelength range (visible
spectrum). The i-th wavelength, li, is calculated according





where g is a scaling factor. While, lmin and lmax are the
minimum and maximum renderisable wavelengths, respec-
tively.
The multi-modal rendering is achieved by simultane-
ously combining auditory, visual and tactile rendering
together.
The proposed multi-modal auditory-visual-tactile expe-
rience can be extended to a possible scenario for a remote
tactile interaction as shown in Fig. 4. By implementing a
network connection between two instances of the proposed
framework.
IV. CASE STUDIES
To demonstrate the potential of the proposed framework,
two case studies are presented.
A. Case Study 1
A virtual scene is created in which the user wearing the
gloves controls a quadcopter drone model. The objective
is to navigate a scenario cluttered with obstacles, as shown
in Fig. 5. Once the quadcopter is getting closer to an
obstacle, the multi-modal feedback is rendered to the user.
The user is able to control both the direction and the
velocity of the drone using hand gestures. This first case
Fig. 5: Case Study 1: the user wearing the gloves controls
a quadcopter drone model while navigating a scenario
cluttered with obstacles in Unity.
study is meant to showcase from a qualitative point of
view the variety of possible applications for the proposed
framework.
B. Case Study 2
The user uses his index finger to interact with a virtual
object, as shown in Fig. 6. The corresponding path track-
ing for the fingertip movement and accompanying motor
activation pattern is monitored. This experiment is first
performed by the user with only visual feedback enabled,
without wearing the proposed haptic-glove (no tactile feed-
back is provided). The results are shown in Fig. 6-b.
Successively, the same experiment is repeated by the user
by wearing the proposed haptic-glove (tactile feedback is
provided), as shown in Fig. 6-c. The user’s movements
appear to be more precise compared to the previous it-
eration of the experiment. This case study emphasise the
importance of providing tactile feedback to enhance the
user perception.
V. SUBJECTIVE QUESTIONNAIRE AND RESULTS
In addition to the two case studies, a subjective ques-
tionnaire was given to the user by adopting a 9-point
Likert scale. The following questions were asked: (Q1)
demographic information, such as age and sex; (Q2) how
effective was the condition providing *no* vibrotactile
feedback?; (Q3) how effective was the condition providing
vibrotactile feedback?; (Q4) did you have the feeling of
performing better while using vibrotactile feedback or
without? Data related to (Q1) are shown in Fig. 7-a-b.
Results shown in Fig. 7-c-d, highlight that the condition
providing vibrotactile feedback was rated with higher score
by the users. The feeling of performing better while using
vibrotactile feedback was unanimously stated by the users,




Fig. 6: Case Study 2: (a) the user interacts with a virtual
object by using his index finger, (b) the corresponding
path tracking for the fingertip height when the user is not
wearing the proposed haptic-glove (no haptic feedback),
(c) the corresponding path tracking for the fingertip height
when the user is wearing the proposed haptic-glove (haptic
feedback provided).
VI. CONCLUSIONS AND FUTURE WORK
In [7], our research group previously introduced a low-
cost framework for a fully immersive haptic, audio and
visual experience. The architecture presented helps re-
searchers to incorporate haptic capabilities to their sys-
tems conveniently. Distinctive functionalities can be eas-
ily achieved, including monitoring the hand and finger
movements of the operator, detecting collisions between
the virtual fingers of the operator and the virtual objects,
measuring reaction forces in response to interactions and
movements, and performing intuitive force feedback on the
user. It is therefore possible to create a variety of local and
remote applications.
In this work, the possibility of improving the robustness
of the prototypes designed with the framework was con-
sidered. Accordingly, the concept of modularity is stressed
even more than before concerning the control architecture
and the software design. To explore the potential for
possible applications, the usability of the framework is
studied and evaluated. To demonstrate the effectiveness
of the proposed system, two human subject studies were
outlined. In the first case study, the the possibility for the






Fig. 7: Subjective questionnaire and results: (a) and (b)
(Q1) demographic information, such as age and sex; (c)
(Q2) how effective was the condition providing *no* vibro-
tactile feedback?; (d) (Q3) how effective was the condition
providing vibrotactile feedback?; (e) (Q4) did you have
the feeling of performing better while using vibrotactile
feedback or without?
a scenario cluttered with obstacles was demonstrated. The
user was able to use hand gestures to control both the
direction as well as the velocity of the drone. Haptic
feedback was provided to the users when the drone was
approaching obstacles in order to avoid collisions during
navigation. In the second case study, the user used his index
finger to interact with a virtual object. The corresponding
path tracking for the fingertip movement and accompanying
motor activation pattern demonstrated the importance of
providing tactile feedback to enhance the user perception.
Related result analysis of user surveys were outlined.
The set of results collect indicates that the gloves can
be used to provide compelling vibrotactile feedback in an
effective way.
This type of interfaces show a great potential in several
fields. One of the most promising application scenario is
gaming. This opportunity has been already exploited by a
few startup companies. Immerz (USA) raised USD 183,000
on Kickstarter for their “KOR-FX” gaming vest. It converts
audio signals coming from the game into vibrotactile haptic
stimuli that allow the wearer to feel in-game events such as
explosions and punches. A similar experience is promised
by the “Feedback jacket” by Haptika (PK), the full-body
suit “Teslasuit” by Tesla Studios (UK), and the “3RD Space
Vest” by TN Games (USA). However, no vibrotactile glove
has been commercialised yet to the best of our knowledge.
The proposed system demonstrates that a low-cost solution
is feasible using only commercial off-the-shelf (COTS)
components.
In the future, the possibility of adding new functional-
ities to the proposed framework may be considered. For
instance, the possibility of exposing haptic devices physi-
cally connected to remote computers, available through a
computer network, as if they were directly connected to the
running host. It should be noted that all the new features
can be logically layered without modifying the presented
library.
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